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49 CFR Ch. II (10–1–96 Edition)§ 234.1

Reports Act); 45 U.S.C. 38 and 42; and 49 CFR
1.49(f), (g), and (m).

SOURCE: 61 FR 31806, June 20, 1996, unless
otherwise noted.

Subpart A—General
§ 234.1 Scope.

This part imposes minimum mainte-
nance, inspection, and testing stand-
ards for highway-rail grade crossing
warning systems. This part also pre-
scribes standards for the reporting of
failures of such systems and prescribes
minimum actions railroads must take
when such warning systems malfunc-
tion. This part does not restrict a rail-
road from adopting and enforcing addi-
tional or more stringent requirements
not inconsistent with this part.

§ 234.3 Application.
This part applies to all railroads ex-

cept:
(a) A railroad that exclusively oper-

ates freight trains only on track which
is not part of the general railroad sys-
tem of transportation;

(b) Rapid transit operations within
an urban area that are not connected
to the general railroad system of trans-
portation; and

(c) A railroad that operates passenger
trains only on track inside an installa-
tion that is insular; i.e., its operations
are limited to a separate enclave in
such a way that there is no reasonable
expectation that the safety of the pub-
lic—except a business guest, a licensee
of the railroad or an affiliated entity,
or a trespasser—would be affected by
the operation. An operation will not be
considered insular if one or more of the
following exists on its line:

(1) A public highway-rail crossing
that is in use;

(2) An at-grade rail crossing that is
in use;

(3) A bridge over a public road or wa-
ters used for commercial navigation; or

(4) A common corridor with a rail-
road, i.e., its operations are within 30
feet of those of any railroad.

§ 234.4 Preemptive effect.
Under 49 U.S.C. 20106 (formerly § 205

of the Federal Railroad Safety Act of
1970 (45 U.S.C. 434)), issuance of these
regulations preempts any State law,

rule, regulation, order, or standard
covering the same subject matter, ex-
cept a provision directed at an essen-
tially local safety hazard that is con-
sistent with this part and that does not
impose an undue burden on interstate
commerce.

§ 234.5 Definitions.
As used in this part:
‘‘Activation failure’’ means the fail-

ure of an active highway-rail grade
crossing warning system to indicate
the approach of a train at least 20 sec-
onds prior to the train’s arrival at the
crossing, or to indicate the presence of
a train occupying the crossing, unless
the crossing is provided with an alter-
native means of active warning to
highway users of approaching trains.
(This failure indicates to the motorist
that it is safe to proceed across the
railroad tracks when, in fact, it is not
safe to do so.) A grade crossing signal
system does not indicate the approach
of a train within the meaning of this
paragraph if—more than 50% of the
flashing lights (not gate arm lights) on
any approach lane to the crossing are
not functioning as intended, or in the
case of an approach lane for which two
or more pairs of flashing lights are pro-
vided, there is not at least one flashing
light pair operating as intended. Back
lights on the far side of the crossing
are not considered in making these de-
terminations.

‘‘Appropriately equipped flagger’’
means a person other than a train
crewmember who is equipped with a
vest, shirt, or jacket of a color appro-
priate for daytime flagging such as or-
ange, yellow, strong yellow green or
fluorescent versions of these colors or
other generally accepted high visibility
colors. For nighttime flagging, similar
outside garments shall be retro reflec-
tive. Acceptable hand signal devices for
daytime flagging include ‘‘ STOP/
SLOW’’ paddles or red flags. For night-
time flagging, a flashlight, lantern, or
other lighted signal shall be used. Inas-
much as Part VI of the Federal High-
way Administration’s Manual on Uni-
form Traffic Control Devices addresses
standards and guides for flaggers and
flagging equipment for highway traffic
control, FRA recommends that rail-
roads be aware of the standards and
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